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pam continuous vaulted skylight 



215' of Pam Continuous Vaulted Skylight as installed in the north wine 
Wisconsin High School. South wing has Pam continuous skylight 185~ 
Lawrence Monberg and Associates, architect. 


Pam Continuous Vaulted Skylights offer 
new freedom in building and lighting 
design. Continuous units are ideal for 
modern one-story schools and many 
practical installations are now in use. 
This new idea in lighting makes possible 
continuous daylight over work areas and 
is especially adaptable in new and re¬ 
modeled industrial plants. Continuous 
vaulted skylights are available in 10 
standard widths and any desired length. 
Custom sizes available to meet archi¬ 
tect’s specifications. Exclusive Pam fea¬ 
tures guarantee water-tight construction. 

SPECIFICATIONS 

Skylights shall be PAM continuous vaulted type 
plastic skylights No. PCVT_as manu¬ 

factured by the PAM Company. They shall be 
factory assembled units which include a curb 
frame (thickness .078") with integral 5° sloping 
gutter and dome elevating leg and a retaining 
frame (thickness .062 ) and connecting frames 
(thickness .080") with integral extruded threads; 
all of 6063T5 extruded aluminum. Dome to be 

clear-or white translucent_ 

acrylic plastic. Expansion joints to be as de¬ 
tailed, having .080" aluminum condensation 
dams welded in place and .025" stainless steel 
drip shields; all so designed as to preserve 
watertight integrity without use of mastic or 
gasketing. 


CATALOG 

NO. 

OVERALL 

SIZE 

A 

INSIDE 

CURB 

B 

DOME 

RISE 

C 

PCVT-14 

193/ 4X 

14 y 4 x 

5" 

PCVT-19 

24 y 2 x 

19x 

5y 2 " 

PCVT—25 

31 x 

25y 2 x 

sy 2 " 

PCVT—30 

35 3/ 4 X 

30 y 4 x 

8" 

PCVT—37 

42 V 2 x 

37 x 

10" 

PCVT—46 

5 1 3 / 4 x 

46 V, x 

12" 

PCVT-5 5 

6oy 2 x 

55 x 

14" 

PCVT—57 

63 x 

57 y 2 x 

i5y 2 " 

PCVT—69 

75 x 

69 y 2 x 

i5y 2 " 

PCVT—89 

95-* 

89 y 2 x 

16" 
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Side view of 18' Pam Continuous Vaulted Skylight for individual lighting of inside areas. 


OVERALL LENC.TH A 



CBQSS SECTIQM - 


Side view typical cross section connecting frame assembly. 



CONTINUOUS SKYLIGHT . . . . 


DUBL-DOME-TRIPLE LAYER . . 

. 4 and 5 

GENERAL PAM UNITS 

SKYLIGHT for 1%" Curb . . . 

... 6 

SKYLIGHT for 4" Curb. 


SKYLIGHT with Insulated Curb . . 

... 6 

CEILING DOME. 

■ -t —_ | 


SKYLIGHT-DOUBLE. 


ROOM DARKENING SHADE . . . 


HATCHWAY DOME. 


VENTILATING HATCH. 


THERMAL SAFETY DOME .... 


VENT UNITS. 


LIGHT CONTROL LOUVER ... 

... 9 

BUTTED UNITS. 


CIRCULAR UNITS. 


CIRCULAR WELL-LINER .... 


CIRCULAR CEILING DOME 

and WELL-LINER. 


CEILING DOME. 


GENERAL INFORMATION .... 



. Another school installation of Pam Continuous Vaulted Skylight showing typical use 
of smaller units in a large building. 


THE PAM COMPANY 

















































































Latest Design 
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• In Hot Climate Requires Less Air Conditioning 

• In Cold Climate Requires Less Heating 

• Mounts On A Continuous Seal 

• Reduces Draft and Dust Because No Weepage 
Outlets Are Required 


PAM Dubl-Dome Skylights are constructed of two pre¬ 
formed Plexiglas domes and a flat center stress member. 
They are permanently edge-fused into a single unit to 
form a sealed air chamber. This insures highest in¬ 
sulating qualities and elimination of condensation. The 
center stress member of the Dubl-Dome (a single flat 
sheet of Plexiglas) is basically a tension device, com¬ 
pletely compensating the compressive forces of the outer 

• NO MOISTURE CONDENSATION 

Report shows that even under most extreme 
conditions there is no condensation. 


domes. Form and design of the unit is permanently sta¬ 
bilized by this member regardless of atmospheric tem¬ 
perature changes. Larger size Dubl-Domes are sectioned 
and supported by truss members. This unique construc¬ 
tion increases their pressure withstanding ability by at 
least 10 times. In doing this it does not reduce the 
thermal properties, nor adversely affect the self-clean¬ 
ing features of the dome skylight. 


• MAXIMUM THERMAL QUALITIES 

DUBL-DOME gives over 5 times the insulation 
value of ordinary single domes. 


• MOUNTS ON ANY ANGLE 

Positive elimination of inside condensation 
permits DUBL-DOME installation on slope roofs, 


• EFFECTIVE SOUND BARRIER 

Sealed chamber reduces sound 
penetration to a minimum. 


Unique use of Pam Dubl-Domes in the Ghar House Restaurant, Portland, Oregon. 














Air Chamber Skylight 


Modern Daylighting 


Small Size 
Dubl-Dome 


Medium Size Dubl-Dome 


TYPICAL PAM ANGLE CURB INSTALLATION. NOTICE THE TREMENDOUS LIGHT 
SPREAD OBTAINABLE THROUGH THIS TYPE OF ANGLE INSTALLATION. (USE LARGE 
AREA DIFFUSER). 


Large Size Dubl-Dome 


These charts show graphically the tremendous effect 
of the Dubl-Dome skylight in the elimination of 
condensation and the reduction of heat transfer. 
Regarding condensation, for example, at an inside 
temperature of 70° F. and a relative humidity of 
45%, condensation would form on a single layer 
skylight at 38° F. outside temperature. Under like 
inside conditions, the outside temperature would have 
to be well under 100° F. below zero before conden¬ 
sation would form on the Dubl-Dome (Triple Layer) 
skylight. 

It is interesting to note that there is over five times 
the heat transfer through a single-walled skylight as 
through the Dubl-Dome (Triple Layer) skylight. 


TRIPLE-WALLED 
(DUBL-DOME) 
VACUUM \ 
SKYLIGHT \ 


-30 - 20 -10 0 10 20 30 40 50 60 70 

OUTSIDE TEMPERATURE ° F. 

*FIG. 2. Calculated heat loss curves for 4'x4' skylight 
based on standard ASH and VE design conditions of still 
. 700 F. 


OUTSIDE TEMPERATURE ° F. 

Calculated allowable inside relative humidity 
i 70° F. inside 'temperature. 


air inside, 15 m.p.h. wind outside. Inside temp. 


CONDENSATION CURVE 


CRYSTAL CLEAR 


Skylights shall be Dubl-Dome, triple layer, Plexiglas skylights as 
manufactured by the PAM CO., Portland, Oregon. Skylights shall 
be assembled per manufacturer's detail, packaged complete, 
ready to install on curb. Domes to be Plexiglas of contour and 
construction indicated, permanently fused together at the edges, 
forming an airtight chamber. Domes to be sectioned and truss 
supported to the inner stress member so that the maximum span 
at any dome arc surface (minimum dimension) does not exceed 
24". Upper and lower domes to be formed from .187" thick 
Plexiglas; inner layer to be of .125" thick Plexiglas. Upper dome 
and inner layer to be of clear Plexiglas; lower dome to be trans¬ 
lucent white Plexiglas (UViless otherwise specified). Retaining rail to 
be 22-gauge stainless steel, pre-punched, with neoprene washers 
attached. 1 Vi" aluminum twist-nails with neoprene washers affixed 
to be furnished. 


THE PAM COMPANY 


MODEL 1 

DUBL-DOME! 

\ OUTSIDE 
CURB 

| DIMENSIONS 

INSIDE CURB 

TOTAL DOME 

! NUMBER OF 

l APPROXIMATE 

NO. 

SIZE 

DIMENSIONS 

THICKNESS 

SECTIONS 

NET WEIGHT 

DD-22 

24"x24" 

24"x24" 

203/4"x203/4" 

9" 

One 

16 lbs. 

DD-23 

24"x36" 

24"x36" 

20 3 / 4 "x32 3 / 4 

" 9" 

One 

24 lbs. 

DD-24 

24"x48" 

24"x48" 

203/4"x443/4" 

9" 

One 

32 lbs. 

DD-33 

36"x36" 

36"x36" 

323/4»x323/ 4 // 

8 V 2 " 

Two 

35 lbs. 

DD-34 

36"x48" 

36"x48" 

323/4"x443/4" 

14" 

Two 

46 lbs. 

DD-35 

36"x60" 

36"x60" 

323/4"x563/4" 

12 Vi" 

Three 

58 lbs. 

DD-36 

36"x72" 

36"x72" 

323/4 #/ x683/4" 

16" 

Three 

70 lbs. 

DD-44 

48"x48" 

48"x48" 

443/ 4 // x443/4 // 

15V2" 

Two 

64 lbs. 

DD-45 

48"x60" 

48"x60" 

443/4"x563/4 #/ | 

14" 

Three 

80 lbs. 

DD-46 

48"x72" 

48"x72" 

443/4"x683/4"I 

19" 

Three 

96 lbs. 
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for 1 s/a" curb 




ROOFING - BY OTHERS - 
I S/8" CURB -BY OTHERS 


SPECIFICATIONS 

Skylights shall be PAM Plastic Sky¬ 
lights catalog Nos_as man¬ 

ufactured by the PAM Company. They 
shall be factory assembled units which 
include a curb frame (thickness .078”) 
with integral 5° sloping gutter and 
dome elevating leg and a retaining 
frame (thickness .062”); both of 6063T5 
extruded aluminum. Dome to be clear 

-or white translucent_ 

-acrylic plastic manufactured 


to a live load bearing strength of 25 
lbs. per sq. ft. 


with insulated curb 


CATALOG 

NO. 


A-1414 


A-1422 


A-1446 


A-1919 


A-2589 


A-3030 


A-3046 


A-3069 


A-3737 


A-3775 


A-3859 


A-4646 


A-5555 


A-5769 


OVERALL INSIDE 

SIZE CURB 

A B 


193/4x193/4 


14y 4 xl4V 4 


193/4x273/4 


1 41/4x22 1/4 


193/ 4 x513/ 4 


14y 4 x46V 4 


24y 2 x24y 2 


19x19 


31x95 


25 y 2 x89y 2 


353/4x353/4 


3oy 4 x3oy 4 


35 3/ 4 x51 3/ 4 


3oy 4 x46y 4 


35 3/ 4 x 75 30y 4 x69y 2 

42 y 2 x42 y 2 37x37 


42y 2 x8oy 2 


37x75 


43 y 2 x64y 2 


38x59 


513/ 4 x513/ 4 


46y 4 x46y 4 


6oy 2 x6oy 2 


55x55 


63x75 


57i/ 2 x69y 2 


DOME 

RISE 

C 


15 y 2 


PLASTIC 
THICK¬ 
NESS D 


SPECIFICATIONS 

Skylights shall be PAM Plastic Sky¬ 
lights catalog Nos-as man¬ 

ufactured by the PAM Company. They 
shall be factory assembled units which 
include a curb frame (thickness .078”) 
with integral 5° sloping gutter and 
dome elevating leg and a retaining 
frame (thickness .062”); both of 6063T5 
extruded aluminum. Dome to be clear 

-or white translucent_ 

acrylic plastic manufactured to a live 
load bearing strength of 25 lbs. per 
sq. ft. The curb shall be 3003H14 alu¬ 
minum of (.025” thickness), insulated 

with fi berg las 4”_or 9” 

--in height. 

Units also available in copper or cop¬ 
per alloy. 


CATALOG 

NO. 

OVERALL 

SIZE 

A 

INSIDE 

CURB 

B 

DOME 

RISE 

C 

PLASTIC 
THICK¬ 
NESS D 

X-1414 

193/4x193/4 

14x14 

5 

Vs 

X-1422 

193/4x273/4 

14x22 

5 

y 8 

X-1446 

19 3 4x51 34 

14x46 

7 

3 /u 

X-1919 

24 y 2 x 24 y 2 

1834x183/4 

51/2 

y 8 

X-2589 

31x95 

251/4x891/4 

81/2 

3 /i6 

X-3030 

35 3/ 4 x35 3/ 4 

30x30 

8 

y 8 

X-3046 

353/4x51 3/ 4 

30x46 

10 

3 /l6 

X-3069 

353/4x75 

30x69 

10 

y 4 

X-3737 

42 y 2 x 42 y 2 

36 34 x 36 3/4 

10 

3 /l6 

X-3775 

421/jx80'/ 2 

36 34 x 74 34 

13 

y 4 

X-3859 

43 y 2 x 64 y 2 

373/ 4 x58 34 

12 

3 /u 

X-4646 

51 34x51 34 

46x46 

12 

3 /l6 

X-5555 

6 oy 2 x 6 oy 2 

5434 x 5434 

14 

y 4 

X-5769 

63x75 

571/4x691/4 

151/2 

y 4 

X-5789 

63x95 

571/4x891/4 

16 

y 4 


A-5789 


63x95 


57y 2 x89y 2 


A-7575 


80 3 / 4 x80 3 / 4 


75x75 


A-93113 


98 3 / 4 


3 3/ 4 


93 


y»xi 


314 


SPECIFICATIONS 

Skylights shall be PAM Plastic Sky¬ 
lights catalog Nos-as man¬ 

ufactured by the PAM Company. They 
shall be factory assembled units which 
include a curb frame (thickness .078”) 
with integral 5° sloping gutter and 
dome elevating leg and a retaining 
frame (thickness .062”); both of 6063T5 
extruded aluminum. Dome to be clear 

—-,or white translucent_ 

acrylic plastic manufactured to a live 
load bearing strength of 25 lbs. per 
sq. ft. Skylight shall be mounted by 
attachment screws accessible from the 
inside of the curb without removing 
dome. 


CATALOG 

NO. 

OVERALL 

SIZE 

A 

INSIDE 

CURB 

B 

DOME 

RISE 

C 

PLASTIC 
THICK¬ 
NESS D 

B-1717 

2814x281/8 

171/ 2 x 1 71/ 2 

7 

y 8 

B-2084 

31x95 

203/4x8434 

81/2 

3 /i6 

B-2525 

3534x3534 

251/2x251/2 

8 

V. 

B-2541 

35 3/4x51 3/4 

251/ 2 x411/ 2 

— 

10 

3 /,6 

B-2564 

35 34x75 

251/2x6434 

10 

3 /l6 

B-3232 

42 i/ 2 x42 i/ 2 

321/4x321/4 

10 

3 /l6 

B-3270 

3214x721/4 

3214x701/4 

13 

y 4 

B-3354 

533/4x6434 

331/4x541/4 

12 

3 /l6 

B-4141 

513/ 4 x51 3/ 4 

41 1/2 x41 1/2 

. 

12 

3 /u 

B-5050 

60i/ 2 x60i/ 2 

50i/4x50y 4 

14 

y 4 

B-5264 

63x75 

52 3/ 4 x64 3/ 4 

151/2 

y 4 

B-5284 

63x95 

52 3/4x84 3/4 

16 

y 4 

B-7070 

803/ 4 x803/ 4 

70i/4x70y 4 

18 


B-88108 

99x120 

88I/2XIO81/2 

25 

s /u 
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ceiling dome 




DIFFUSER FRAME 
6063T5 EXTRUDED 
ALUMINUM 


SPECIFICATIONS 

Ceiling domes shall be PAM plastic ceiling lights catalog No- 

as manufactured by the PAM CO. They shall be completely assembled units 
consisting of a dome retainer frame and integral interlocking and self hinging 
hanger bar, both of 6063T5 extruded aluminum of .062" thickness. Latching 
device shall be a captive quarter-turn fastener. The acrylic dome shall be white 
translucent acrylic plastic sheet. 


CATALOG 

NO. 

OVERALL 

SIZE 

A 

INSIDE 

WELL 

B 

DOME 

RISE 

C 

PLASTIC 

THICKNESS 

D 

D-1414 

15 3/4x1 5 3/4 

14y 4 xl4V 4 

1 V 2 

.100 

D-1422 

15 3/ 4 x23 3/4 

141/4x221/4 

21/2 

.100 

D-1446 

15 3/4x473/4 

1 4 1/4 x46 1/4 

51/4 

.100 

D-1919 

20V2X20V2 

19x19 

2 

.100 

D-2589 

27x91 

2S'/jx89V, 

71/2 

.125 

D-3030 

31%x3T% 

30i/ 4 x30i/ 4 

31/2 

.100 

D-3046 

31 3 / 4 x 473/4 

30 1 / 4 x 461/4 

5% 

.100 

D-3069 

31 3 / 4 x703/ 4 

301 / 4 x 691/2 

6 

.100 

D-3737 

38V2x38V 2 

37x37 

4 

.100 

D-3775 

38 3/4x763/4 

37 x 751/4 

7 

.125 

D-3859 

39 3/4x603/4 

38x59 

5 

.125 

D-4646 

47 3/4x47 3/4 

46i/ 4 x46i/ 4 

51/4 

.125 

D-5555 

56 V 2 X 56 V 2 

55x55 

6 

.125 

D-5769 

59x71 

571 / 2 x 691/2 

8 1/2 

.187 

D-5789 

59x91 

571 / 2 x 891/2 

11 

.187 

D-7575 

76 % x76 % 

75x75 

10 

.187 


Units also available for A" curb. 



5* SLOPE - CONDENSATION 
DRAIN GUTTER 

SECONDARY 
ACRYLIC DOME 


RETAINING FRAME .0*2" 
6063T5 EXTRUDED 
ALUMINUM V. 
RETAINING SCREWS^^ 


ROOFING - 8Y OTHERS 


double dome 


SPECIFICATIONS 

Skylights shall be PAM Plastic 

Skylights catalog Nos.- 

as manufactured by the PAM 
Company. They shall be factory 
assembled units which include a 
curb frame (thickness .078”) with 
integral 5° sloping gutter and 
dome elevating leg and a retain¬ 
ing frame (thickness .062”); both 
of 6063T5 extruded aluminum. 

Dome to be clear—- 

or white translucent—- 


NOTE: Plastic thickness, top dome comparable to ‘‘A’’ 
units, bottom dome comparable to “D” units. 


acrylic plastic manufactured to a 
live load bearing strength of 25 
lbs. per sq. ft. Secondary dome 

to be clear____or white 

translucent-acrylic. 

Secondary dome shall be at¬ 
tached by means of spring clips 
to the extruded shelf, provided 
as an integral part of the curb 
frame. 


CATALOG 

NO. 

OVERALL 

SIZE 

A 

INSIDE 

CURB 

B 

DOME 

RISE 

C 

DOME 

RISE 

D 

Q-l414 

193/4x193/4 

14y 4 xl4y 4 

5 

2 

CM 422 

193/4x273/4 

141/4x221/, 

5 

2 

Q-l 446 

19%x51 % 

14 y 4 x46y 4 

7 

3 

Q-l 919 

24V 2 x24V2 

19x19 

51/2 

2 

Q-2222 

273/4x273/4 

221/4x221/4 

7 

4 

Q-2246 

27%x51 % 

221/ 4 x461/4 

10 

5 

Q-2589 

31x95 

251/2x891/2 

8 1/2 

4 

Q-3030 

35%x35% 

301/ 4 x301/4 

8 

4 

Q-3046 

35 %x51 3 / 4 

30 1 / 4 x 461/4 

10 

5 

Q-3069 

35 3/4X75 

30'/ 4 x69'/j 

10 

5 

Q-3737 

42V 2 x42V2 

37x37 

10 

5 

Q-3775 

42 1 / 2 x 801/2 

37x75 

13 

8 

Q-3859 

43y 2 x64V, 

38x59 

12 

5 

Q-4646 

513/ 4 x513/ 4 

461/ 4 x461/4 

12 

6 

Q-5555 

6 oy 2 x 6 oy 2 

55x55 

14 

7 

Q-5769 

63x75 

57'/ 2 x69y 2 

151/2 

8 

Q-5789 

63x95 

57y 2 x89'/ 2 

16 

8 

Q-7575 

803/ 4 x803 / 4 

75x75 

18 

10 


room darkening 
shade 



* 


SPECIFICATIONS 

Room darkening shades shall be PAM shades, catalog No.-as man¬ 

ufactured by the PAM CO. They shall be completely assembled units consisting 
of a steel frame of_ gauge finished in white enamel with light¬ 

proof, fire resistant shade and with reinforcing rods, complete with cord, pull ring 
and lock. 


QUANT. 

INSIDE 

SHADE FRAME 

A 

INSIDE 

CURB 

B 

MIN. HT. 
ABOVE 
CEILING 

C 

GAUGE 

OF 

FRAME 


THESE UNITS FOR 1 Vs” 

CURBS 


S-1414 

12x10 

I 41 / 4 XMI /4 

3 

22 

S-1422 

12x18 

141/4x221/4 

3 

22 

S-1446 

12x42 

141/ 4 x461/4 

51/4 

22 

S-1919 

14%xl6% 

19x19 

3 

22 

S-2589 

231/4X851/4 

251 / 2 x 891/2 

71/2 

20 

S-3030 

28x26 

30x301/ 4 

31/2 

22 

S-3046 

28x42 

30 1 / 4 x 461/4 

51/4 

20 

S-3069 

301 / 4 x 691/2 

28x651/4 

7 

20 

S-3737 

32 3 / 4 x 343/4 

37x37 

4 

22 

S-3775 

37x75 

34 3/ 4 x70 3 / 4 

8 

20 

S-3859 

38x59 

35 3/4x54 3/4 

6 

20 

S-4646 

42x44 

461/ 4 x461/4 

51/4 

20 

S-5555 

503/ 4 x52 3/ 4 

55x55 

6 

20 

S-5769 

551 / 4 x 651/4 

57’/ 2 x69y 2 

8 y 2 

18 

S-5789 

551 / 4 x 851/4 

571/2X891/2 

11 

>18 

S-7575 

75x75 

72 3/ 4 x703/ 4 

11 

18 


Units also available for A" curb. 



THE PAM COMPANY '* 
















































































































































hatchway 



K — Hatchway Dome. 

N — Hatchway with aluminum cover. 


ventilating hatch 



thermal safety dome 


SUPPORT GASKE 



F — Thermal Safety Hatchway Dome. 

U—Thermal Safety Hatchway with aluminum cover. 


CATALOG 

NO. 

OVERALL 

DIM. A 

INSIDE CURB 
DIM. B 

DOME RISE 
DIM. C 

K or N—1422 

193/4x273/4 

14V 2 x22 y 4 

5" 

K or N—1446 

19%x51 % 

14 V 4 x46 3/ 4 

7" 

Kor N—1919 

24y 2 x24'/, 

19x19 

51/2" 

K or N—3030 

35 3/4X35 3/4 

30i/ 4 x30i/ 4 

8" 

K or N—3046 

35 3/4x51 % 

30i/ 4 x46i/ 4 

10" 

K or N—4646 

513/ 4 x513/ 4 

46i/ 4 x46i/ 4 

1$" 


SPECIFICATIONS 

Hatchway dome shall be a PAM HATCHWAY DOME model No_ 

as manufactured by the PAM Co. The domes shall be clear_or 

white translucent-acrylic plastic. The curb frame shall be 

.078" extruded aluminum with 5° integral sloping gutter and dome elevating 
leg. The retaining frame shall be .062" extruded aluminum secured to the 
curb frame. A continuous extruded vinyl gasket shall support the dome. 
The curbs shall be fabricated from .080" 3003 H 14 aluminum with a 4" 
mounting flange and be complete with lifting springs and securing latch. All 
welds shall be heli-arc welds. The unit shall be shipped with removable 
protective dome covering. 

Units available with aluminum cover in place of dome. Specify PAM Hatch¬ 
way. Also available in dimensions listed. Data sheet upon request. 


SPECIFICATIONS 

Ventilating 


frame shall be .078" extruded aluminum with 5° integral sloping gutter and 
dome elevating leg. The retaining frame shall be .062" extruded aluminum 
and secured to the curb frame. Continuous extruded vinyl gaskets shall sup¬ 
port the dome. The curbs shall be fabricated from .081" 3003 H 14 aluminum 
with a 4" mounting flange and be complete with lifting springs manual oper¬ 
ating device and removable screen. All welds shall be heli-arc welds. The 
unit shall be shipped with removable protective dome covering. 

Units available with aluminum cover in place of dome. Specify PAM Ventilat¬ 
ing Hatch. Also available in dimensions listed. Data sheet upon request. 


CATALOG 

NO. 

OVERALL 

DIM. A 

INSIDE CURB 
DIM. B 

DOME RISE 
DIM. C 

F or U—3030 

35 3/4x35 3/4 

30y 4 x30V 4 

8" 

F or U—3046 

35 3/ 4 x51 % 

30 i/ 4 x4 61/4 

10" 

F or U—4646 

513/ 4 x513/ 4 

46i/ 4 x46i/ 4 

12" 

F or U—5555 

60 i/ 2 x60 1/2 

54 3/4x54 3/4 

14" 


SPECIFICATIONS 

Thermal Safety Dome shall be a PAM THERMAL SAFETY DOME model No. 

-as manufactured by the PAM Co. The domes shall be clear 

-or white translucent_acrylic plastic. The curb 

frame shall be .078" extruded aluminum with 5° integral sloping gutter and 
dome elevating leg. The retaining frame shall be .062" extruded aluminum 
and secured to the curb frame. Continuous extruded vinyl gaskets shall sup¬ 
port the dome. The curbs shall be fabricated from .081" 3003 H 14 aluminum 
with a 4" mounting flange and be complete with lifting springs which will 
be released by a fusible link. All welds shall be heli-arc welds. The unit 
shall be shipped with removable protective dome covering. All parts shall 
be corrosion resistant. 

Units available with aluminum cover in place of dome. Specify PAM Thermal 
Safety Hatch. Also available in dimensions listed. Data sheet upon request. 


: 


CATALOG 

NO. 

OVERALL 

DIM. A 

INSIDE CURB 
DIM. B 

DOME RISE 
DIM. C 

RorG—1422 

193/4x273/4 

141/2x221/4 

5" 

R or G—1446 

193/4x513/4 

14i/ 4 x46 3/ 4 

7" 

RorG—1919 

24'/jx24y 2 

19x19 

51 / 2 " 

R or G—2222 

273/4X27 3/4 

22x22 

7" 

R or G—3030 

35 3/4X35 3/4 

30i/ 4 x30i/ 4 

8" 

r or G—3046 

35 3/4X51 3/4 

30i/ 4 x46i/ 4 

10" 

R or G—4646 

513/4X513/4 

461/4x461/, 

12" 


Hatch shall be a PAM VENTILATING HATCH model No. 

-as manufactured by the PAM Co. The domes shall be clear 

or white translucent-^acrylic plastic. The curb 
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VENT UNITS 


RAM 


power-vents 



light duty 

power-vent skylights 

Light duty power-vent skylights shall be PAM PLASTIC SKYLIGHTS 

catalog Nos—_as manufactured by THE PAM CO. They 

shall be factory assembled units which include a curb frame 
(thickness .078") with integral 5° sloping gutter and dome ele¬ 
vating leg and a retaining frame (thickness .062"); both of 

6063T5 extruded aluminum. Dome to be clear_or 

white translucent__acrylic plastic manufactured to a 

live load bearing strength of 25 lbs. per sq. ft. The curb shall 
be 3003H14 aluminum (.025" thickness), insulated with fiberglas 
15 Vi" in height. The ventilating unit shall be an 8" exhaust fan 
with capacity of 450 CFM at 1,500 RPM for intermittent use. The 
door shall be insulated and motor operated. 

heavy duty 
power-vent skylights 

(Same as above except as follows): 

The curb shall be 3003H14 aluminum (.025" thickness), insulated 
with fiberglas 20" in height. The ventilating unit shall be a 12" 
exhaust fan with capacity of 900 CFM at 1,500 RPM for contin¬ 
uous use (3-speed motor with wall switch optional). The door 
shall be insulated and motor operated. 

light oontrol louvre } 

SPECIFICATIONS 

Light control louvers shall be PAM LIGHT CONTROL LOUVERS 

Model No-as manufactured by the PAM CO. Each 

unit shall be factory assembled consisting of 3" wide louvers 
spaced 2 Vi and consisting of mounting frame and operating 
chain. 


Vent Data 



OVERALL 

INSIDE 

ROOF 

DOME 

CATALOG 

SIZE 

CURB 

OPENING 

RISE 

NO. 

A 

B 

E 

C 

L-1414 

193/4x193/4 

14x14 

16x16 

5 

Lor H-1422 

193/4x273/4 

14x22 

16x24 

5 

Lor H-1446 

19%x5iy 4 

14x46 

16x48 

7 

L or H or M-l 919 

24V 7 x24V 2 

183/ 4 xl83/ 4 

203/ 4 x203/ 4 

51/2 

Lor H-2222 

273/4x273/4 

22x22 

24x24 

7 

Lor H-2246 

273/4x51 y 4 

22x46 

24x48 

7 

L or H or M-2589 

31x95 

25 y 4 x89 y 4 

271/4x911/4 

8 1/2 

L or H or M-3030 

35 3/4x35 3/4 

30x30 

32x32 

8 

L or H or M-3046 

35 3/4x51 3/4 

30x46 

32x48 

10 

L or H or M-3069 

35 3/4x75 

30x691/4 

32x71 1/4 

10 

L or H or M-3737 

42V 2 x42y 2 

36 3/ 4 x36 3/ 4 

38 3/ 4 x38 3/ 4 

10 

L or H or M-3775 

42y 2 x8oy 2 

36 3/4X74 3/4 

38 3 / 4 x763/ 4 

13 

Lor H-3859 

43y 2 x64y 2 

373/ 4 x58 3/ 4 

393/4x603/4 

12 

L or H-4646 

513/ 4 x513/ 4 

46x46 

48x48 

12 

Lor H-5555 

6oy 2 x6oy 2 

54 3/4x54 3/4 

56 3/ 4 x563/ 4 

14 

L or H-5769 

63x75 

57'/ 4 x69y 4 

591/4x711/4 

151/2 

Lor H-5789 

63x95 

571/4X891/4 

591/4x911/4 

16 

L or H-7575 

80 3 / 4 X 8 O 3/4 

74 3/4X74 3/4 

76 3 / 4 x763/ 4 

18 


X 

X 

X 



X 

X 

X 



L— Light Duty Power-Vent Skylight 
H—Heavy Duty Power-Vent Skylight 
M—Insulated Curb with Manual Louver 


insulated ourb 
with manual louver 

(Same as above except as follows): 

The curb shall be 3003H14 aluminum of (.025" thickness), 
insulated with fiberglas 1814" in height. It shall have a 
manually operated louver (nominally 1 2"x 1 2") with screen 
and retainer. 

OPTIONAL (at additional cost) 

3-SPEED MOTOR AND WALL SWITCH 
ADDITIONAL AIR EXHAUST UNITS 
TIME DELAY WALL SWITCH 


CATALOG 

NO. 

INSIDE 

CURB 

CATALOG 

NO. 

INSIDE 

CURB 

CATALOG 

NO. 

INSIDE 

CURB 

V-1414 

141/4x141/4 

V-2589 

251/2x891/2 

V-5050 

501/4x501/4 

V-1422 

141/4x221/4 

V-3030 

301/4x301/4 

V-5264 

523/4X643/4 

V-1446 

141/4X46V4 

V-3046 

301/4x461/4 

V-5284 

523/4X843/4 

V-1919 

19x19 

V-3232 

321/4x321/4 

V-5555 

55x55 

V-2084 

203/4X843/4 

V-3737 

37x37 

V-5769 

571/2x691/2 

V-2525 

251/2x251/2 

V-4141 

411/2x411/2 

V-5789 

571/2x891/2 

V-2541 

251/2x411/2 

V-4646 

46V4X461/4 
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PLASTIC SKYLIGHTS 


butted units 


SPECIFICATIONS 

Butted Skylight Assembly_ 

Grid Skylight Assembly_ 


_or Butted 

-shall consist 


of PAM Plastic Skylights and associated support and drain 
gutters manufactured as a complete watertight unit. 

Skylights shall be PAM Plastic Skylights catalog Number 
--as manufactured by the PAM Com¬ 
pany. They shall be factory assembled units which include 
a curb frame (thickness .078") with integral 5 ° sloping gut¬ 
ter and dome elevating leg, and a retaining frame (thick¬ 
ness .062 ); both of 6063T5 extruded aluminum. Domes to 

be clear-or white translucent _ 

acrylic plastic manufactured to a live load bearing strength 
of 25 lbs. per square foot. 

The skylight supporting gutter framework to be formed of 
.080 #3003-Hl4 aluminum so designed as to carry con¬ 
densate and runoff to the outside of the curb; and to prop¬ 
erly support and retain the individual skylight units compris¬ 
ing the row or grid. The framework to consist of shallow 
gutters attaching to and providing drainage into the deep 
gutters which retain the skylight curb frames, provide the 
main artery drainage, and are the principal supporting 
members. Additional deep-gutter supporting beams to be 
as specified and are not herein included. 

Manufacturers detailed data sheet shall be submitted for 
approval prior to installation. 

detail 



circular units 





SPECIFICATIONS 

Skylights shall be PAM CIRCULAR SKYLIGHTS Model No. 

-as manufactured by the PAM CO. The dome 

shall be clear (or translucent) Plexiglas. The curb and 
retaining frames shall be fabricated from extruded alumi-^ 
num. Neoprene cork gaskets shall separate the dome from 
both the curb frame and the retaining frame. The insulated 
curb shall be fabricated from 3003H14 aluminum and be 
insulated with 2" fiberglas, and stand on a 4" mount¬ 
ing flange. All welds shall be heli-arc welds. The unit shall 
be shipped completely assembled with a removable pro¬ 
tective covering on the dome. 


CATALOG 

NO. 

OVERALL DIA. 
DIM. A 

INSIDE 
CURB DIA. 
DIM. B 

DOME 
RISE 
DIM. C 

DOME 
THICKNESS 
DIM. D 

ROOF 

OPENING 

E 

C-24 

2914" 

24" 

9" 

1/8" 

241/4" 

C-31 

3614" 

31" 

11" 

1/8" 

311/4" 

C-43 

4814" 

43" 

13" 

3/16" 

431/4" 

C-54 

5914" 

54" 

19" 

3/16" 

541/4" 

C-67 

72V4" 

67" 

22" 

1/4" 

671/4" 

C-79 

841/4" 

79" 

25" 

1/4" 

791/4" 

C-91 

961/4" 

91" 

29" 

1/4" 

911/4" 








































































CIRCULAR SKYLIGHT UNITS 


circular well liner 



CATALOG 

NO. 

OVERALL 

DIAMETER 

A 

ROOF OPEN¬ 
ING DIA. 

B 

WELL-LINER 

DIAMETER 

C 

W-24 

27" 

24V4" 

24" 

W-31 

34" 

31 V4" 

31" 

W-43 

46" 

43V4" 

43" 

W-54 

57" 

541/4" 

54" 

W-67 

70" 

671/4" 

67" 

W-79 

82" 

791/4" 

79" 

W-91 

94" 

911/4" 

91" 


SPECIFICATIONS 

Circular well liners shall be PAM ADJUSTABLE CIRCULAR WELL 
LINERS model No-.-as manufactured by the PAM 




CO. They shall consist of two telescoping units adjustable 8" to 
15" (or 14" to 26") of 20 gauge steel with a continuous flat ceil¬ 
ing ring and roof attachments. The units shall be shipped with a 
prime coat of white paint. 


combination celling! dome and well liner 

. M 


f 

f- - 

J 

1 

t 

J 

1 



* ao G U AG E. 


CATALOG 

NO. 

OVERALL 

DIAMETER 

A 

INSIDE 
WELL DIA. 

B 

DOME 

RISE 

C 

DOME 

THICKNESS 

D 

Z-24 

251/*" 

241/4" 

31/2" 

.060" 

Z-31 

321/2" 

311/4" 

41 / 2 " 

.060" 

Z-43 

441/z" 

431/4" 

5" 

.125" 

Z-54 

551/2" 

541/4" 

7" 

.125" 

Z-67 

681 / 2 " 

671/4" 

81 / 2 " 

.125" 

Z-79 

8 O 1 / 2 " 

791/4" 

11" 

.187" 

Z-91 

921/2" 

911/4" 

14" 

.187" 


SPECIFICATIONS 

Combination circular ceiling dome and well liner shall be PAM 
COMBINATION CIRCULAR CEILING DOME AND WELL LINER 
model No-as manufactured by the PAM CO. They 


■NNHNHHHHNHHBh 

circular ceiling dome 


shall consist of two telescoping units adjustable 8" to 15" (or 
14" to 26") of 20 gauge steel. The dome shall be clear (or white 
translucent) acrylic plastic. The dome shall be mounted in a steel 
retaining frame. The frame shall be secured with suspension chains. 
All steel parts shall be prime coated. 



CATALOG 

NUMBER 

OVERALL 

DIAMETER 

A 

ROOF 

OPENING 

B 

WELL 

DIAMETER 

C 

DOME 

RISE 

E 

DOME 

THICKNESS 

F 

E-24 

251/2" 

241/4" 

24" 

31/2" 

.060" 

E-31 

321/2" 

311/4" 

31" 

41 / 2 " 

.060" 

E-43 

441 / 2 " 

431/4" 

43" 

5" 

.125" 

E-54 

551/2" 

541/4" 

54" 

7" 

.125" 

E-67 

681 / 2 " 

671/4" 

67" 

CO 

.187" 

E-79 

8 OV 2 " 

791/4" 

79" 

11" 

.187" 

E-91 

921/2" 

911/4" 

91" 

14" 

.187" 


SPECIFICATIONS 

Ceiling domes shall be PAM CIRCULAR CEILING DOMES model 
No-as manufactured by the PAM CO. The domes 


note: steel pkhts to 


WHITE ENI\KAEL_. 


shall be clear (or white translucent) acrylic plastic. The dome frame 
shall be cold rolled steel finished with white paint. When opened 
the unit shall be suspended by concealed suspension chains. 


THE PAM COMPANY 
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PAM 



PAM PLASTIC SKYLIGHTS for industrial, institutional 


commercial and residential 



PAM plastic skylight features 


Lightweight, one piece construction — single leakproof 
dome eliminates joints,, supports, sealing compounds. Aver¬ 
age 2 lbs. per sq. ft. gives great structural freedom. 

High efficiency daylighting — achieved through use of 
acrylic plastic in both clear and translucent. Translucent acrylic 
plastic transmits 60% to 75% of the daylight, provides com¬ 
plete light diffusion, reduces solar heat. Clear material gives 
92% transmission, minimizes loss of light efficiency through 
snow loading. 

Breakage resistant — combination of dome shape and 
strong resilient plastic insures safety overhead, gives you 
many times the maximum strength needed. 

Extruded aluminum frames — the highest quality ex¬ 
truded aluminum frames, with many advanced design features 
to give you longer, better service. Manufactured to close 
tolerances for uniform performance. 

All standard sizes — PAM Plastic Skylights are available 
in all standard sizes, in square, rectangular, circular domes. 
All types — PAM Plastic Skylights are available in all the 
various types commonly used in modern daylighting. 
Completely assembled and ready to install — PAM 
Plastic Skylights are completely assembled and ready to 
install. Each PAM unit is delivered, packed for immediate 
installation. Frame and dome are ready to be set on curb 
and attached with assembly screws. 

DESIGN ASSISTANCE 

The entire facilities of the PAM CO. are available for design 
assistance and recommendation on the use of Skylights. PAM 
engineers will gladly consult with you on how to use modem 
Skylights in industrial, educational and residential buildings. 


daylighting 

The PAM Plastic Skylight | 
—a Product of Research 
and Development 

The Pam skylight extrusion is an engineering achievement em¬ 
bodying all of the finest features developed over a period of 
many years. 

No. 6063-T5 aluminum alloy* is used to produce the two 
mating shapes. This alloy is generally accepted as the best fc 
available because of its high tensile strength, excellent weld¬ 
ability and proved weather resisting characteristics. 

The design of the retaining frame provides for positive 
retention of the plastic dome, from both vertical as well as 
lateral displacement. At the same time, the dome is held in 
place softly, yet firmly, and is allowed its normal expansion 
and contraction due to temperature variations. 

Special retaining “Z” type screws fasten this “hold-down” 
frame to the curb frame through angular, elongated slots. 

This feature, coupled with the special extruded threads of the 
curb frame, allows positive, accurate vertical adjustment of 
the retaining frame relative to the curb frame. 

The curb frame has a full 2 V 2 " inside width which provides 
ample clearance for roofing build-up and slight irregularities in 
curb construction. The inside retaining leg of the curb frame ex¬ 
trusion is full thickness, continuous and pre-punched to receive 
the skylight attaching screws. It also provides an attractive 
finish to the inside of the skylight well. The horizontal portion 
of the curb frame is sloped 5° for condensate run-off, elimi¬ 
nating “standing” water and subsequent dirt collection. 

The dome rests on a special extruded vinyl support gasket £ 
designed to produce sufficient residual upward pressure to 
prevent any possibility of “rattling” of the dome against the 
retaining frame, even in extremely windy conditions. This 
support gasket, in turn, is locked on to the “Dome elevating 
leg” of the curb frame extrusion. By elevating the dome, the 
need for deformation of the dome corners to provide clear¬ 
ance, is eliminated, also a greater volume of “room tempera¬ 
ture” air is allowed to circulate between the dome and the 
curb frame. This circulation warms the aluminum and mini¬ 
mizes the possibility of condensation occurring on the inside 
attachment leg of the curb frame. 

The extruded threads of the curb frame receive the retain¬ 
ing frame screws anywhere along their length. Misalignment 
is virtually impossible. These threads provide a vibration- 
proof attachment as their design incorporates a holding, lock¬ 
ing action on the retaining screws. 

These and other engineering features make the Pam line 
your best investment in skylights. 


FOR INFORMATION 
CALL OR WRITE YOUR PAM 
REPRESENTATIVE 

THE PAM COMPANY, 1951 N. W. WILSON STREET, PORTLAND 9, OREGON, CAPITOL 8-8321 
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